
Project Site Project Description Status START FINISH

5417 STRATFORD HILLS DRIVE

Pipe is a 42” diameter CMP storm drain approximately 50’ long, crossing an asphalt residential street.  There are 
holes in the invert.  The pipe has been "squashed" to an oval shape under the road. There are mismatched joints in 
the pipe which have been previously repaired and there is an approx. 10" dip in the pipe near the midpoint of the 
road. Site has old bag headwalls in moderate condition.  Pipe has approximately 2’ of cover over the crown, at the 
road crossing.

Complete _ _

825 TOBESOFKEE POINT CIRCLE
Pipe is a 60” diameter CMP storm drain approximately 44’ long, crossing an asphalt residential street.  The invert is 
heavily rusted with holes in the invert.  Site has no headwalls, with the pipe extending from the bank at both ends 
and there is heavy bank erosion.  Pipe has approximately 5’ of cover over the crown, at the road crossing.

Complete _ _

1067 ASHLEY HALL ROAD

Pipe is a 66” by 45" CMP storm drain arch pipe approximately 95’ long, crossing skewed across an asphalt 
residential street.  The invert is rusted out for the first 10' and at the outlet end with heavy rust in the remainder of 
the pipe invert.  Site has no headwalls, with the pipe extending from the bank at both ends.  Pipe has approximately 
4’ of cover over the crown, at the road crossing.

Active On-site 9/15/2020 10/7/2020

105 TROJAN TRAIL

The site has two 15" RCP storm drainage pipes approximately 54’ long, crossing an asphalt industrial use street.  
The site experiences heavy flooding and the Bibb County Engineering Department has developed a proposed 
solution of replacing the Western cross drain pipe with an 18" RCP sloping to the South and installing a new 18" RCP 
pipe approx. 714' along the South ditch line to an existing pipe in the Hawkinsville Road ditch line and replacing 
approx. 28' of 18" Hawkinsville Road ditch line pipe with 24" RCP flowing South. Proposed 15" pipe has 
approximately  2’ of cover over the crown, at the road crossing, and the 18" ditch line pipe averages approximately 
8' deep. 

Complete _ _

3676/3666 WEST POINT CIRCLE

Pipe is a 78” by 54" CMP storm drain arch pipe approximately 35’ long, crossing an asphalt residential street.  A hole 
in the bottom, approximately 5' from the inlet has caused a sinkhole to the road shoulder. There is general 
throughout the invert. Pipe has metal flared end sections with no headwalls. Pipe has approximately 2’ of cover 
over the crown, at the road crossing.

Complete _ _

CHERYL ANNE DRIVE and MAPLEWOOD DR. 

Pipe is a 30” diameter CMP storm drain approximately 46’ long, crossing an asphalt residential street.  The length 
includes a 20' inlet pipe from the North. There is heavy rust and some holes in the pipe invert. The inlet pipe has a 
CMU box for the flow to drop into the inlet. There are brick catch basins connecting to a ditch line pipe leading to 
the Cheryle Ann/Maplewood intersection site. Pipe has approximately 2’ of cover over the crown, at the road 
crossing. (Project 8 and 9)

Active On-site 9/1/2020 9/15/2020

MAPLEWOOD DR.

Pipe is a 30” diameter CMP storm drain approximately 120’ long, running the ditch line from the Cheryle Ann site, 
120' West of Maplewood and an additional 30" diameter pipe approximately 200' long running in the Southwest 
ditch line along Maplewood. The total length of pipe is approximately 320', serving a residential street.  There is 
heavy rust and some holes in the pipe inverts. The inlet pipe flows along the Cheryle Ann ditch line to a brick catch 
basin at the Maplewood intersection and the outlet pipe flows along the Maplewood ditch line to a recently 
repaired catch basin on Maplewood. Pipes have approximately 2’ of cover over the crown, at the road crossing. 
(Project 10 and 11)

Change order issued to perform trenchless spin cast instead of remove 
and replace. Substantially Complete.

8/10/2020 9/11/2020

3760 WOODFIELD DRIVE (PAST 199)

Pipe is a 42” by 28" CMP storm drain arch pipe approximately 56’ long, crossing  an asphalt light industrial use 
street.  There is heavy rust in the inlet and the asphalt coating has flaked off. There are minor bottom heaves at two 
joints. Site has brick headwalls which have some cracking and there is dense growth at the inlet.  Pipe has 
approximately 4’ of cover over the crown, at the road crossing.

Complete _ _

5042 HARRISON RD

Pipe is a 54” diameter CMP storm drain approximately 58’ long, crossing an asphalt collector street.  Pipe has heavy 
rust in the invert and the asphalt paved invert has eroded away. The outlet has standing water backed up from 
debris and discharges to a pond. The pipe protrudes from the bank with no headwalls and has some erosion and rip-
rap.  Pipe has approximately 2’ of cover over the crown, at the road crossing.

10/7/2020 10/30/2020

4269 CAVALIER DRIVE (600' S)

Pipe is a 48” diameter CMP storm drain approximately 60’ long, crossing an asphalt collector street.  Pipe has heavy 
rust in the invert and the asphalt paved invert has chunks missing. Initial 3' of the pipe has the invert missing and 
the remainder has heavy rust in the bottom third of the pipe. An asphalt coating in the upper two-thirds is in good 
condition. The pipe protrudes from the bank with no headwalls.  Pipe has approximately 4’ of cover over the crown, 
at the road crossing.

Complete _ _
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